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Our premium PTR-Quad-MS product with its market-leading very low online detection limit: 
 

3 turbopumps for a single-digit pptv-level detection limit! 
 
IONICON® High-Sensitivity PTR-MS instrument: 
Mass range 1-512 amu (up to 2048 amu on request) 
Resolution < 1 amu 
Response time: 100 ms 
Measuring time: 2 ms/amu to 60 s/amu 
Detection limit: 5 pptv 
Linearity range: 5 pptv ï 10 ppmv 
Adjustable flow: 50 ï 500 sccm 
Inlet heating range: 30 ï 150°C 
Reaction chamber heating range 40 ï 120°C 
Power supply: 100-230V, max 750W 
Dimensions: 55x86x78 cm (w x h x d) 
Weight: 140 kg 
Interface Ethernet 10/100MBit RJ45 (TCP/IP) 
 
 

 
 

2 turbopumps for a very low online detection limit and cost savings. 
 
IONICON® Standard PTR-MS instrument: 
Mass range 1-512 amu 
Resolution < 1 amu 
Response time: 100 ms 
Measuring time: 2 ms/amu to 60 s/amu 
Detection limit: 30pptv 
Linearity range: 30pptv ï 10ppmv 
Adjustable flow: 50 ï 500 sccm 
Inlet heating range: 30 ï 150°C 
Reaction chamber heating range 40 ï 120°C 
Power supply: 100-230V, max 750W 
Dimensions: 55x86x78 cm (w x h x d) 
Weight: 130kg 
Interface Ethernet 10/100MBit RJ45 (TCP/IP) 


